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4.3

Features
•	 Different housing solutions for various applications

•	 Robust design for harsh environments

•	 With large Ex-d or Ex-e terminal compartment

•	 Wide ambient temperature range depending on the version from 
-50 °C up to +55 °C

•	 CU-Certificate for Eurasian Economic Community available

•	 High degree of protection IP 66

•	 Meets the highest corrosion protection and mechanical strength 
requirements

The pendant light fitting 
series for a wide variety of 
applications

AB 50 and SPG 1N
Due to their compact design, 
the lights series AB 50 and  
SPG 1N can be used especially 
for individual lighting

The robust light alloy enclosure 
allows a wide range of applica-
tions. The protective glass dome 
is made of borosilicate glass and 
is extremely impact and heat 
resistant.  

Thanks to their robust design, 
these light fittings are suitable 
for use in the chemical industry 
and are certified for ambient 
temperatures from  
- 55 °C to + 55 °C.  
The AB 50 and SPG 1N are 
suitable and certified for an LED 
lamp.

Ex-Pendant light fittings  
AB 50 / SPG 1N
(Zone 1, 2, 21, 22)
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Ordering details 

Type Lamp /  
Illuminant

Weight Metal thread Threaded 
plug

Dust 
cap

Order No.

AB 50 ... (IU = direct entry)

AB 50 IU up to 20W LED 1.6 kg 2 x 3/4“ NPT 1 x 3/4“ Ex-d x NOR 000 115 110 289

AB 50 IU,  
-50 °C up to +55 °C

up to 20W LED 1.6 kg 2 x 3/4“ NPT 1 x 3/4“ Ex-d x NOR 000 115 110 389

SPG 1N up to 20W LED 2.2 kg 2 x M25 1 x M25 Ex-e x NOR 000 005 110 745

4.3Ordering details
Pendant light fittings

Accessories 
Type Content Application OU Order No.

ER External reflector painted steel AB 50 1 NOR 000 115 110 718

AS.EV/AB Ceiling bracket AISI 316 AB 50 1 NOR 000 005 110 828

SPU.EV/AB Wall mounting bracket, adjustable AB 50 1 NOR 000 005 110 951

CEV/AB Eye bolt  AB 50 1 NOR 000 005 110 852  

WG Wire guard, galvanized AB 50 1 NOR 000 115 110 875

Scope of delivery without lamp and fixing accessories, if not stated otherwise. 
Metal cable glands see catalogue part 2: 2.3.12 ff
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Polar curve
Pendant light fittings4.3

Polar curve AB 50 IU

AB 50 IU SPG 1N

Dimensions in mm

Polar curve

Dimension drawing

entry

optional entry, on request
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Dimension drawing
Pendant light fittings 4.3

Technical data 

AB 50 / SPG 1N

EC-Type Examination Certificate LOM 02ATEX2018X/6 

IECEx Certificate of Conformity IECEx BKI 07.0032X

Marking accd. to 2014/34/EU  II 2 G Ex db IIC T4..T6 Gb 
 II 2 G Ex db eb IIC T4..T6 Gb (indirect entry)
 II 2D Ex tb IIIC T85°C..T176°C Db

Marking accd. to IECEx Ex d IIC T3…T6 or Ex de IIC T3…T6 (indirect entry) 
Ex tD A21 IP66 T145°...T85°C

Permissible ambient temperature -20 °C up to +55 °C
-50 °C up to +55 °C (option: AB 50)

Rated voltage max. 250 V

Frequency 50 Hz

Power consumption max.100 VA

Protection class I

Lamp / Illuminant up to 20W LED

Rated luminous flux 1)

Lamp cap E27 accord. IEC 60238 , BA15D (LED)

Light output ratio 68 %

Connecting terminals L, N, PE: 1 x 2.5 mm2 or 2 x 1.5 mm2,  
PE ext. 2 x 6 mm2

Enclosure colour epoxy paint, body RAL 7032

Enclosure material light alloy

Weight 1.6 kg

Cable glands / gland plates /  
enclosure drilling

2 x 3/4” or M25 thread (Ex-d),  
1 x plugged (UI and M/S) / 
2 x M25 x 1.5, 1 x plugged (IX)

Type of mounting ceiling-/wall mounting (AB 50), portable light fixture (SPG 1N)

Degree of protection accd. to EN 60529 IP66

Protective cover / protective bowl borosilicate glass

1) see table luminaire data
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Features
• Compatible with existing chargers and accessories for SEB

• 2-Lens system for optimised light distribution  
(search/working light)

• Searchlight boost circuit for temporary increase of the luminous 
flux up to 150 %

• Lithium iron phosphate battery with high energy density for a 
long lifetime

• Safety circuit and decrease of the luminous flux 
down to 50 % in case of low capacity. This gen-
erates a safety buffer of up to 60 minutes.

Ex-Searchlight in LED Technology 
SEB 10
(Zone 1, 2, 21, 22)

The all-rounder for harsh and 
hazardous areas
For inspection-, maintenance & 
repair in industrial areas with 
harsh & hazardous areas we of-
fer you the SEB 10 searchlight 
in LED technique. This search-
light can be used in most gas-
Ex and dust-Ex areas. Also the 
SEB 10 is suitable for control and 
rescue operations of fire depart-
ments and emergency ser vi ces 
of all kind. The emergency light 
function even offers you the use 
of this powerful searchlight as 
an emergency lighting.

Technique for your safety

This extremely robust and 
bright searchlight with the high 
degree of protection IP 66 is 
ideally suited for use in all work 
areas with high mechanical re-
quirements and a humid envi-
ronment.  

Reliably it supplies a light out-
put even after 5.5 hours operat-
ing time. This is ensured by the 
two high-performance LEDs 
and the powerful maintenance- 
free lithium iron phosphate  
battery pack. 

Don’t get left in the dark

Five LEDs supply information 
on the current operation and 
charge status at all times.

Thus, the SEB 10 shows you 
in good time whether the bat-
tery is discharged or charged, 
or if it needs to be replaced. 

In addition, the circuit protects 
the electronics against deep 
discharge and overcharge - only 
the energy actually consumed 
is recharged. This increases 
the lifetime of the battery. 

So that the user does not get 
left in the dark, the searchlight 
has a safety electronic, which 
automatically reduces the lumi-
nous flux down to 50 %. This 
generates a safety buffer of up 
to 60 minutes to leave the 
danger area.

Search and working light

The SEB 10 searchlight offers a 
searchlight function which is 
suitable for inspection and con-
trol tasks in hazardous areas.

The new searchlight-boost for 
more light intensity in the dis-
tance increases the luminous 
flux of up to 150 %.

Especially for applications 
where a consistent working 
light is required, the work light 
with a radiation angle of 22° 
provides a square-shaped illumi-
nation with an even light distri-
bution - without significant loss-
es. 

By fitting coloured slip-on filters 
they can be used also for signal-
ling purposes.

Approvals and test certifi-
cates 
This searchlight is the only 
one of this kind to meet the 
construction and test standards 
listed below; they have been 
issued with the following ap-
provals and test certificates:

• DIN14642 (German Institute 
for Standardisation) for explo-
sions protected hand lamps 
with motor vehicle charger, 
edition 7/2011, for equip-
ping fire brigade vehicles. 

• EC Type Examination Certifi-
cate for explosion protection 
in explosive  gas and dust at-
mospheres (ATEX Certificate) 

• EWG type approval of the 
Federal Office for Motor Vehi-
cles for meeting the require-
ments of the EMC Directive 
95/54/EC for use in motor 
vehicles (e1 certificate) *) 

• Shock test report according 
to DIN EN 60068-2-27 for  
the use of the light fittings  
in fire brigade vehicles 
(DIN 1846-2:2001) *)

*) in preparation



Ordering details 

Type Scope of delivery Order unit Order-No.

SEB 10 with twin-lens high power LED system  
Lithium-Iron-Phosphate battery 
(rechargeable with LG 443 or motor vehicle charger 90)

1 1 1147 000 820

SEB 10 L with twin-lens high power LED system  
lithium-iron-phosphate battery  
(rechargeable directly via mains lead,  
with LG 443 or motor vehicle charger 90)

1 1 1147 000 810

Set with mains charger Complete package SEB 10 incl. charger LG 443 1 1 1147 443 820

Set with  
motor vehicle charger

Complete package SEB 10 incl. motor vehicle  
charger 90

1 1 1147 792 820

Set with mains charger  
and motor vehicle charger

Complete package SEB 10 incl. charger LG 443  
and motor vehicle charger 90

1 1 1147 924 820

Set with slip-on filter Complete package SEB 10 incl. coloured slip-on filter 1 1 1147 300 820

Accessories

Type Content Application Order unit Order No.

LG 443 mains charger 220 V - 250 V AC for SEB 8/9/10 1 1 1540 000 443

Motor vehicle charger KFZ 90 Charger 10 V - 33 V DC for SEB 8/9/10 1 1 1145 000 792

Wall bracket SW Console without charging  
module

for SEB 8/9/10 1 1 1145 000 795

Set slip-on filters red, orange, green for SEB 8/9/10 1 2 1147 300 000

Ordering details 
SEB 10
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Technical data
 SEB 10 / SEB 10 L

Technical data 

SEB 10 SEB 10 L

EC-Type Examination Certificate BVS 15 ATEX E122 BVS 15 ATEX E122

Marking accd. to 2014/34/EU D II 2 G Ex d e ib mb IIC T4 Gb  
D II 2 D Ex tb IIIC T85 °C Db

D II 2 G Ex d e ib mb IIC T4 Gb  
D II 2 D Ex tb IIIC T85 °C Db

Permissible ambient temperature -20 °C up to +40 °C, specified data 0 °C up to +30 °C 
(battery)

-20 °C up to +40 °C, specified data 0 °C up to +30 °C 
(battery)

Battery 9.6 V / 3 Ah rechargeable LiFePO4 battery 9.6 V / 3 Ah rechargeable LiFePO4 battery 

Rated voltage (charger) – 230 V AC

Frequency (charger) – 50 - 60 Hz

Charging duration max. 8 h (depends on the state of charge) max. 8 h (depends on the state of charge)

Rated operating duration (main light) 5.5 h 5.5 h

Switch Flashing light – Working light – OFF – Search light –  
Boost function search light (max. 10 min)

Flashing light – Working light – OFF – Search light –  
Boost function search light (max. 10 min)

Protection class III III / II

Lamp / Illuminant 2 high efficiency LED-Systems 2 high efficiency LED-Systems

Rated luminous flux 230 lm (search light)/ 365 lm (search light boost func-
tion)

230 lm (search light)/ 365 lm (search light boost func-
tion)

Max. luminous intensity 12000 cd (search light)   
19000 cd (search light boost function)  
1000 cd (working light)

12000 cd (search light)   
19000 cd (search light boost function)  
1000 cd (working light)

Dimensions (L x W x H) 325 x 119 x 146.5 mm 325 x 119 x 146.5 mm

Function microprocessor-controlled operating period indication,  
capacity-dependent charge, flashing light, emergency 
light, back-up light when low capacity

microprocessor-controlled operating period indication,  
capacity-dependent charge, flashing light, emergency 
light, back-up light when low capacity

Charging option with LG 443 or motor vehicle charger 90 directly with mains cord, with LG 443 or motor vehicle 
charger 90

Enclosure colour black black

Enclosure material Polyamide Polyamide

Weight 1.55 kg 2.1 kg 

Light aperture Ø 98 mm, mineral glass Ø 98 mm, mineral glass

Degree of protection accd. to EN 
60529

IP66 IP66

Scope of delivery with twin-lens LED-system and battery with twin-lens LED-system, battery and  
internal charger unit, 
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SEB 10 / SEB 10 L LG 443

Motor vehicle 
charger 90 Wall bracket SW

32
5

146,5 119

109,2 112,5

145

152,5

85

163,5

111

151

145

152,5

12
8

Dimension drawing

Technical data 

Mains charger LG 443 for SEB 10/9/8.. Motor vehicle charger KFZ 90 for SEB 
10/9/8..

Wall bracket SW for SEB 10/9/8..

Permissible ambient temperature -0 °C up to +30 C -0 °C up to +30 C -20 °C up to +40 C

Rated voltage 220 - 250 V AC 10 - 33 V DC

Frequency 50 - 60 Hz

Protection class II III

Dimensions (L x W x H) 163.5 x 151 x 111 152.5 x 145 x 128 152.5 x 145 x 85

Enclosure colour black black black

Enclosure material ABS ABS ABS

Weight 1.3 kg 0.65 kg 0.55 kg

Degree of protection accd. to EN 
60529

IP31 IP31

Technical data / Dimension drawings / Range-diagram 
Charger/wall bracket for SEB 10 / SEB 10 L

Range-diagramm  
SEB 10 searchlight  
(Values in brackets for boost operation)

60

30 (45)
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1 (1,6) Lux

110 m

SEB 10 working light
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1.3

Lots of light, little weight
This extremely robust and 
bright searchlight HE 9 Basic 
LED with the high degree of 
protection IP 65 is ideally suited 
for use in all work areas with 
high mechanical requirements 
and a humid environment. 

Approved for Zones 1 and 2, 
the HE 9 Basic LED is the ideal 
hand lamps for security and  

inspection patrols, as well for  
inspection maintenance and  
repair work where an explosive 
atmosphere is to be expected.
Light weight and powerful
Weighting merely 780 grams, 
the explosion-protected hand 
lamp HE 9 Basic LED can be 
used for approx. 8 hours with-
out causing performance loss 
and allows the optimal illumina-
tion of your working area.

Perfectly prepared
The powerful and environmen-
tally friendly lithium-ion battery 
of the HE 9 Basic LED impress-

es with its high energy density 
and low weight, which allows 
an improved handling. 

Without a memory effect, it al-
ways provides a reliable power 
supply. The integrated electronics 
ensure reliable protection 
against deep discharge and 
overcharge. As a result, you will 
always have the optimum oper-
ating time available.

Simple handling - bright light
Despite of the low power re-
quirement, the highly efficient 
and impact resistant LED light-
ing technology provides a very 
high luminous intensity.  
Together with a lens and a  
reflector, the 3 W power LED 
produces a bright and uniform 
light distribution, thus ensuring 
an optimum illumination of the 
work area.

The rotary switch of the HE 9 
Basic LED can be operated con-
veniently with one hand, even 
when wearing work gloves. 

Features
• 3 W power LED provides high light output  

• Operation time 8 h

• Light weight, compact design for improved handling

• Scratch-proof mineral glass lens guarantees optimum light

• High degree of protection IP65

• Li-Ion battery  - no memory effect 

• With integrated deep-discharge and overcharge protection

• Compact plug-in charger of HE 9 Series

• Compatible with existing accessories of the HE 9 Basic (charger, 
battery)

Ex-searchlight HE 9 Basic LED 
(Zone 1, 2)
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1.3Ordering details / Dimension drawing /  
Range-diagram/ Technical Data

HE 9 Basic LED

Ordering details 

Type Scope of delivery OU Order No.

HE 9 Basic LED incl. Charger plug Package deal Lamp HE 9 Basic LED 11118009410  
and Plug In charger11518009111  

1 1 1118 800 800

HE 9 Basic LED with 3 W LED module, with accumulator 1 1 1118 009 410

Accessories 

Type Scope of delivery Application OU Order No.

Charger plug 100 - 240 V AC 
with charging indication 

line cord 1.8 m  
with plug

for HE 9 Basic LED 1 1 1518 009 111

Battery insert with Li-Ion-accumulator 
3.75 V/4.8 Ah

for HE 9 Basic LED 1 2 1118 910 001

Dimension drawing HE 9 Basic LED Range-diagram HE 9 Basic LED

97
12

6

196

Technical data 

HE 9 Basic LED

EC-Type Examination Certificate BVS 11 ATEX E 087

Marking accd. to 2014/34/EU D II 2 G Ex ib IIC T4 Gb

Permissible ambient temperature -20 °C up to +40 °C; specified data: 0 °C up to +40 °C (battery)

Battery Li-Ion-accumulator 3.75 V / 4.8 Ah

Rated operating duration approx. 8 h

Switch 3 positions „main light - Off - main light“

Protection class III

Lamp / Illuminant 3 W LED module

Luminous flux of the luminaire 92 lm

Dimensions (L x W x H) 196 x 97 x 126 mm

Function – Easily replaceable battery insert 
– with deep-discharge and overcharge protection

Enclosure colour black

Enclosure material Polyamide

Weight 0.78 kg (with battery)

Light aperture Ø 71 mm, mineral glass

Degree of protection accd. to EN 60529 IP65

80

22

4

300

4,0

15

490 cm/Ø

1 Lux

25 m
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1.5

Mains powered and  
still flexible
These powerful explosion-pro-
tected hand lamps with LEDs 
were developed especially for 
use during inspection and main-
tenance work in hazardous  
areas. Typical applications are 
found, for example in the chem-
ical industry, offshore, in the  
automotive sector, in the air-
craft industry or in shipyards. 
Due to their small size and high 
light output, these rugged lights 
are especially suited for lighting 
in tight spaces, the interior of 

machinery, silos, etc. wherever 
a reliable portable light source 
is required. With the appropriate 
accessories (optional) the ma-
chine lights can also be used, 
for example, for lighting sam-
pling ports or as tube gauge 
lights or they can easily be 
mounted on railing pipes.  

Light technology
All hand and machine lamps 
feature a protective polycar-
bonate tube with a reflector. 
They are available in high effi-
cient LED technology. The out-

standing features of the white 
LED technology are the insensi-
tivity to shock and vibration, as 
well as the enormous longevity 
that makes a lamp change over 
the lifetime of the LED hand 
lamp superfluous. 

Application
Because they are small in size 
and, at the same time, have a 
high light output and a high de-
gree of protection IP 68, these 
rugged lights are particularly 
suitable for sewage treatment 
plants where flooding is possi-
ble, and wherever a reliable, ro-
bust and portable light source is 
required. The hand and machine 
lamps are used in engineering, 
printing machines, in the petro-
chemical and process industries 
as well as in the food industry 
(dusts). They are also suitable 
for temporary installations 
where maintenance, alteration 
and maintenance work are car-
ried out in facilities in the oil and 
gas industry, for plant construc-
tion, in shipyards, or during the 

cleaning of tanks. Thanks to the 
special accessories, the lamps 
can be mounted by clamps on 
pipes (railing in the chemical 
and oil rigs) or with magnets di-
rectly to the machine housing 
or tank walls. At petrol stations, 
machine lamps can be installed 
in the illuminated ram protec-
tion around fuel pumps. Explo-
sion-protected hand and ma-
chine lamps contribute to the 
operational safety during the 
construction of airplanes as well 
as during maintenance work in 
shipyards work.  Here various 
people are at work in confined 
spaces in the cargo hold or in 
the cabin, cleaning parts with 
solvents, painting or preserving 
surfaces. During maintenance, 
the area surrounding the aircraft 
hull is normally declared as 
Zone 2, while empty and vent-
ed tanks are normally declared 
as Zone 1.

Features
•	 With LED-technique from 6 W to 36 W  

•	 Lumen output from 200 lm up to 4780 lm, with directional (180°) 
or all round lighting (360°)

•	 Wide voltage range 85 V  - 264 V AC/DC for general applications 
12 V  - 24 V AC/DC for confined spaces (e. g. metal tanks)

•	 Robust protective tube made of polycarbonate  

•	 Suited for use in explosive gas and dust atmospheres,  
acc. ATEX & IECEx 

•	 High degree of protection IP68

Ex-protected hand and  
machine lamps HL/ML  
(Zone 1, 2, 21, 22)



1

www.crouse-hinds.de	 EATON	 1.1.27

1.5

Safe handling
The hand lamp has a ribbed ne-
oprene rubber handle with a 
trumpet-shaped cable gland 
made of metal and a neoprene 
rubber end cap with attachment 
hook for hanging up the light in 
the workplace. The end caps of 
the machine lamps are also 
made of durable neoprene rub-
ber. The machine lamps are 
mounted directly on the ma-
chine using suitable clamps. 
Optionally, all hand and ma-
chine lamps can also be fitted 
with an eXLink connector for 
the quick and easy disconnec-
tion of the power cord at the 
lamp. 
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Ordering Details / Dimension Drawing
HL43d LED  /  TL60d LED  /  LEDM100de1.5

Ordering details machine lamps
Dimensions

Type Lamp  
power

Voltage Luminous 
flux

A Ø B Ø C Weight Order No.

TL60d LED25 1480 25 W LED 24 V AC/DC 2,200 lm 1,601 mm 66 mm 43 mm 4.0 kg 1 1700 000 017

TL60d LED36 1780 36 W LED 24 V AC/DC 3,200 lm 1,901 mm 66 mm 43 mm 4.4 kg 1 1700 000 018

LEDM100de36940 2 x 18 W LED 24 - 50 V AC/DC 3,520 lm 985 mm 100 mm 100 mm 3.0 kg 1 1700 100 002

LEDM100de441245 2 x 22 W LED 24 - 50 V AC/DC 4,310 lm 1,290 mm 100 mm 100 mm 3.7 kg 1 1700 100 003

LEDM100de441245 2 x 22 W LED 85 - 265 V AC; 120 - 370 V DC 4,310 lm 1,290 mm 100 mm 100 mm 3.7 kg 1 1700 100 010

LEDM100de501550 2 x 25 W LED 24 - 50 V AC/DC 5,100 lm 1,610 mm 100 mm 100 mm 4.1 kg 1 1700 100 005

LEDM100de721850 2 x 36 W LED 24 - 50 V AC/DC 7,400 lm 1,895 mm 100 mm 100 mm 4.5 kg 1 1700 100 007

LEDM100de54940 3 x 18 W LED 85 - 265 V AC 3,840 lm 985 mm 100 mm 100 mm 3.0 kg 1 1700 100 008

LEDM100de501550 2 x 25 W LED 85 - 265 V AC 5,100 lm 1,595 mm 100 mm 100 mm 4.1 kg 1 1700 100 012

LEDM100de721850 2 x 36 W LED 85 - 265 V AC 7,400 lm 1,895 mm 100 mm 100 mm 4.5 kg 1 1700 100 014

Accessories 

Type Scope of 
delivery

Height  A 
in mm

Weight  
kg

Diameter mm Order unit Order No.

Luminaire key 30-50 mm SCH 2 1 1 1700 000 940

Eye bolt with ball joint M5  
stainless steel

RS 4 58 0.034 1 1 1700 000 950

Plastic pipe clamp CLIC 63 115 Ø 63 - 71 1 1 1700 000 960

Plastic pipe clamp CLIC 71 124 Ø 71 - 80 1 1 1700 000 961

Plastic pipe clamp CLIC 80 136 Ø 80 - 90 1 1 1700 000 962

Plastic pipe clamp CLIC 90 136 Ø 90 - 101 1 1 1700 000 963

Fixing clip BS 70 0.012 Ø 70 1 1 1700 000 951

Other accessories/sizes on request

Ordering details machine lamps
Dimensions

Type Lamp  
power

Voltage Luminous 
flux

A Ø B Ø C Weight Order No.

HL43d LED6 460 6 W LED 85 - 265 V AC;120 - 370 V DC 315 lm 640 mm 66 mm 43 mm 1,5 kg 1 1700 000 107
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1.5
HL
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Dimensions in mm

Dimension Drawing
HL43d LED  /  TL60d LED  /  LEDM100de / Accessories
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1.5

Polar curve HL43d ... LED
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Polar curve TL60d ... LED
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Technical Data / Polar Curve 
HL43d LED  /  TL60d LED  /  LEDM100de

Technical data 

HL 43 d LED TL 60 LED ML LED M 100 de...

EC-Type Examination Certificate BVS 14 ATEX E 106 X BVS 14 ATEX E 106 X BVS 15 ATEX E 003 X

IECEx Certificate of Conformity IECEx BVS 14.0068X IECEx BVS 14.0068X IECEx BVS 15.0014X 

Marking accd. to 2014/34/EU D II 2 G Ex d IIC T5 Gb 
D II 2 D Ex tb IIIC T95 °C Db

D II 2 G Ex d IIC T5 Gb 
D II 2 D Ex tb IIIC T95 °C Db

D II 2 G Ex db e IIB T5 Gb /  
D II 2 D Ex tb IIIB T95 °C Db

Marking accd. to IECEx Ex d IIC T5 Gb
Ex t IIIC T95°C Db

Ex d IIC T5 Gb 
Ex t IIIC IP68 T95°C Db

Permissible ambient temperature -20 °C up to +40 °C (PL-lamps) 
-20 °C up to +60 °C

-20 °C up to +60 °C -20 °C up to +60 °C

Rated voltage 2) 2) 2) 

Power max. 6  W 2) max. 36  W 2) max. 72  W 2)

Power factor cos � > 0.95 > 0.95 > 0.95

Circuit EVG integrated

Protection class I bzw. III I I

Standard cable length 5 m cable 3 x 1 mm² without plug1) 5 m cable 3 x 1.5 mm² without plug1)

Lamp / Illuminant LED2) LED2) LED2)

Rated luminous flux 2) 2) 2) 

Lamp cap G5 – -

Dimensions 2) 2) 2)

Degree of protection accd. to EN 60529 IP683) IP683) IP683)

Protection tube Polycarbonate Polycarbonate Polycarbonate
1) Ex-protected plugs see catalogue 2 part 1 electrical connectivity 
2) see ordering details 
3) 2.5 m for 24 h
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1.2

The lights for all kinds  
of application
Compact and powerful, these 
torches are particularly suitable 
for use during rescue and emer-
gency operations, as well as for 
control and inspection patrols. 
Depending on the type, it has 
been approved for all explosive 
gas atmospheres and explosive 
dust atmospheres in Zones 21 
and 22 and provides optimum 
safety, even in unpredictable 
situations.

Zone 0 for tank inspection
With its Zone 0 approval the 
Stabex HF LED or Stabceag 0 is 
the ideal portable torchlight for 
tank inspection. With a powerful 
LED light source even large 
tanks can be inspected within 
Zone 0.

Always ready to hand
The particularly handy Stabex 
mini torch light series with fas-
tening clip is a perfect personal 
light source for all inspection 
tasks. This torch light series is 
available with incandescent 
lamps or as LED version. The 
larger Stabex HF series features 
a wrist strap and can be worn 
and operated comfortably and 
securely with only one hand - 
even while wearing working 
gloves. This series is available 
with both halogen lamp and 
LED technology. The Stabceag 0 
is delivered with batteries ac-
cording the ATEX certificate and 
ready to use immediately. A 
highlight presents the helmet 
holder accessories, which 
makes Stabceag 0 suitable as 
an helmet torch.

Features
•	 Single-handed operation even with work gloves 

•	 High degree of protection IP 65/66/68 

•	 LED technology: Stabex mini LED, Stabex HF LED and Stabceag 0 

•	 Stabceag 0 even suitable as helmet light

•	 Scratchproof mineral glass

Ex-torchlight Series Stabex & Stabceag 0
(Zone 0, 1, 2, 21, 22)
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1.2Ordering details
Ex-torchlight Stabex

Ordering details 

Type Scope of delivery Order unit Order No.

Stabex mini with incandescent lamp,  
without battery

10 1 1358 000 001

Stabex mini LED with LED,  
without battery

10 1 1360 000 006

Stabex HF LED with 2 W LED, without battery   1 1 1359 001 001

Stabceag 0 with 3 W LED, incl. battery   1 1 1380 100 001

Accessories 
Type Scope of delivery Order unit Order No.

Incandescent lamp 2.2 V/0.4 A for Stabex mini 10 1 1358 000 070

Halogen lamp 2.8 V/ 0.5 A for Stabex HF 10 1 1359 000 070

Bumbag for Stabex mini LED   1 3 1360 006 900

Helm accessories:  
mounting clip left/right

for Stabceag 0: Glass-fibre reinforced polyamide,  
weight approx. 11 g, dimensions 50 x 40 mm 
(please order helmet holder or mounting strap separately)

10 3 1380 100 103

Helmet accessories :  
Helmet holder for right side use 

for Stabceag 0: Polyamide, PA 66, weight approx. 50 g,  
dimensions 65 x 45 mm  
(please order mounting clip separately)

10 3 1380 100 102

Helmet accessories:  
Helmet holder for left side use 

for Stabceag 0: Polyamide, PA 66, weight approx. 50 g,  
dimensions 65 x 45 mm  
(please order mounting clip separately)

10 3 1380 100 101

Helmet accessories: Helmet mounting fas-
tening strap with inegrated lamp holder
(for helmet without edge)

for Stabceag 0: Polyamide, EMD, weight approx. 60 g,  
dimensions 35 x 60 mm 
(please order mounting clip separately)

10 3 1380 100 105

Bumbag for Stabceag 0 10 3 1380 100 106
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Dimension drawing / Range-diagram  
Ex-torchlight Stabex1.2

Range-diagram Stabex mini

Range-diagram Stabex mini LED

Range-diagram Stabex HF-LED

Dimension drawing Stabex mini

Dimension drawing Stabex HF-LED

Dimension drawing Stabex mini LED
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Technical data
Stabex mini / Stabex mini LED / Stabex HF / Stabex HF LED / Stabceag 0 1.2

Technical data 

Stabex mini Stabex mini LED Stabex HF LED Stabceag 0

EC-Type Examination  
Certificate

PTB 98 ATEX 2061 BVS 08 ATEX E 158 BVS 11 ATEX E 174 BVS 13 ATEX E 021 X

IECEx Certificate of  
Conformity

IECEx BVS 11.0001 IECEx BVS 14.0072 IECEx BVS 13.0034X

Marking accd. to  
2014/34/EU

D II 2 G Ex e ib IIC T4 Gb D II 2 G Ex e ib IIC T4/ 
D II 2 D Ex tD A21 IP66 T85 °C

D II 1 G Ex ia IIC T4 Ga
D II 2 D Ex tb IIIC T80 °C Db

D II 1 G Ex ia IIC T4 Ga 
D II 2 D Ex ib IIIC T105 °C Db IP68

Marking accd. to  
IECEx

Ex ib IIC T4 Gb  
Ex tb IIlC T85°C Db IP66

Ex ia IIC T4 Ga /  
Ex tb IIIC T80 °C Db

Ex ia IIC T4 Ga /  
Ex ib IIIC T105 °C Db IP68

Permissible ambient  
temperature

-20 °C up to +40 °C; 
specified data:  
0 °C up to +30 °C (battery)

-20 °C up to +40 °C; 
specified data:  
0 °C up to +30 °C (battery)

-20 °C up to +40 °C; 
specified data:  
0 °C up to +30 °C (battery)

20 °C up to +40 °C;  
specified data:  
0 °C up to +40 °C (battery)

Battery 2 dry cell AA-size  
IEC 60086 R 6/LR 6

3 dry cell AA-size  
IEC 60086 R 6/LR 6

2 batteries  
IEC 60086 LR 20

4 dry cell AA-size 
IEC 60086 R 6/LR 6

Rated operating  
duration

approx. 8 h approx. 8 h 9 h approx. 15 h

Switch ON - OFF ON - OFF (focusable) ON - OFF ON - OFF

Protection class III III III III

Lamp / Illuminant 2.2 V/0.4 A  
incandescent lamp

1 W Power LED 2 W Power LED 3 W Power LED  
module (120 lm)

Rated luminous  
flux

approx. 7 lm approx. 20 lm approx. 70 lm  
(luminous flux of the luminaire)

approx. 70 lm  
(luminous flux of the luminaire)

Lamp cap E10

Dimensions  
(L x W x H)

166 x Ø 32 mm 208 x Ø 34 mm 220 x Ø 60 mm 167 x 39 mm

Diameter 32 mm 34 mm 60 mm 39 mm

Enclosure colour black black black red

Enclosure material Polycarbonate Aluminium Polyamide XAG (plastic)

Weight approx. 0.07 kg  
(without battery)

approx. 0.12 kg  
(without battery)

approx. 0.29 kg  
(without battery)

80 g without battery /  
200 g with battery

Light aperture Ø 23 mm, mineral glass Ø 24 mm, mineral glass Ø 48 mm, mineral glass Ø 26 mm, mineral glass

Degree of protection  
accd. to EN 60529

IP65 IP66 IP65 IP68

Scope of delivery with incandescent lamp,  
without battery  
(order unit 10 pcs.)

with LED, without battery  
(order unit 10 pcs.)

with LED, without battery  with LED, including batteries


